- PRODUCT BULLETIN R PHEMIX TOPPING

BULLETIN NO: J-6803

‘1. See Process Bulletin J-2,
2. Dry blend all powder materials & minutes,

3. For summer conditions add 8 gallons Ethylene Glycol or Diethylene Glyeol
per batch and increase Methocel to 20 1bs, per batch,

DRYWALL ACCESSORY ~ COMPOUND ‘| DATE 9/26/75
 PRODUCTS (NON-ASBESTOS) PAGE: lof 2
APPROVALS: PRODUCING PLANT: m TEST BATCH
| SEATTLE . DATE:
BULLETIN DESCRIPTION 3 POWNDS | cALLONS
165 Gmuna_ Raw Gypsum 58,77 3700
'_z.sé Wollastonite 3,18 200
442 Talc . 2.38 150
086 Celite 434 - 1.59 100
. 052 Attapulgite Qel (Min-U-Gel FG) 0.40 25
245 Methocel 228 0,25 16
. 330 Polyiinyl Aleohol 0,08 5
| 453 Preservative - Dowleil 75 0.13 8
470 PVAc Fmulsion (4.36% on solids) 5.11 322 35
: 28). | 'Dlef;c Acid | | 0.38 24,
_450 _Tricthanolamine 0.19 12
_ 457 Nopco NXZ (defoamer) 0.29' 18
Lo Odorless Mineral Spirlts 0.79 sg g
- Water - start 22.49 116 Y 170
Water - adjust to std. viscosity 3.97 250 |- jo
_ TOTAL | 100,00 | 6296
MANUFACTURING INSTRUCTIONS:

" SUALITY CONTROL:
™1  Viscosity, Vica't 150 gm cyl 8 5 sec.
™-6 Application
™-7 Workability

* Equal to Standard .

2]l -« 24 mm
No lumps
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